
DC COMPRESSOR
UPRIGHT FRIDGE

KAF-85UF KAF-130UF 



Thank You For Purchasing A
KickAss® Fridge / Freezer

Features:

Please ensure all safety and operational instructions are read carefully to get the
maximum benefit from your new fridge.

Reliable refrigeration system with Secop compressor

Efficient electronic technology, low energy consumption

DC-voltage system (DC 12-24 Volt) 

Adjustable low voltage battery protection

Freezer compartment

Adjustable shelves

Interior light

IMPORTANT SAFETY SYMBOLS

Warning! - Safety Directive 
Failure to observe this directive could lead to serious injury.

Caution! - Safety Directive 
Failure to observe this directive could lead to injury or damage to the
appliance.

Note! - Important Information
Failure to observe this note may lead to damage to the appliance or
impede performance.
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PRODUCT FEATURES

Thermostat temperature control

Freezer compartment

Interior light

Adjustable shelves

Reversible door hinge

SPECIFICATIONS

POWER 60 WATT

VOLT HZ A

12/24 DC 6.0/3.0

SKU: KAF-85UF

R134a 0.060kg 

INSULATION BLOWING: C5H10

CLIMATIC CLASS: ST

DIMENSIONS:
545W x 477D x 620H mm

WEIGHT: 23.5kg

MAX 3 WATT

POWER 60 WATT

VOLT HZ A

12/24 DC 6.0/3.0

SKU: KAF-130UF

R134a 0.060kg 

INSULATION BLOWING: C5H10

CLIMATIC CLASS: ST

DIMENSIONS:
545W x 527D x 746H mm

WEIGHT: 26.1kg

MAX 3 WATT
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KAF-85UF BATTERY PROTECTION

12V DC 24V DC

CUT-OUT COMP.OFF CUT-OUT COMP.OFF CUT-OUT COMP.OFF CUT-OUT COMP.OFF

9.6V 10.9V 21.3V 22.6V

KAF-130UF BATTERY PROTECTION

12V DC 24V DC

CUT-OUT COMP.OFF CUT-OUT COMP.OFF CUT-OUT COMP.OFF CUT-OUT COMP.OFF

9.6V 10.9V 21.3V 22.6V

BATTERY PROTECTION



INSTALLATION
INSTALLATION

Important keep the door of the refrigerator slightly open in order to air it out if you do not use it for a long 
time,  for example in winter (fig. 1-2).

KickAss upright fridges come preassembled so installation is fast and easy. Once the fridge is in place, it can be 
fastened on the front plate band.

It is very important for the fridge, consisting of the compressor  and the condenser, to be well ventilated, with 
the cool air coming in from the bottom and going out from the top. You must ensure proper ventilation of the 
fridge unit.

The air inlets and outlets must have a free cross section of at least 30 sq.in. (see ventilation diagrams in Fig. 3-4 ).
Take great care when handling the connection tube in order to prevent breakages (Fig. 5). The compressor must 
normally stand in a vertical position, but it will work equally well slanted by up to 30°.

REPLACING THE DOOR PANEL

You can replace the door panel without having to dismantle the door of the refrigerator, by proceeding as follows: 
remove the profile which anchors the panel, locate at the bottom of the door, using a screwdriver as a lever as 
shown on Fig 6, take out the three screws  which hold the  handle  in  place  (fig. 8), fit in the new panel, letting it 
slide, and put back the fastening strip and the handle.

REVERSING THE OPENING DIRECTION OF THE DOOR

The door normally opens towards the right. To change the side, move the hinges, the support (A, Band C the 
support (A, B and C in fig. 7) and the handle (fig. 8).

WIRING CONNECTIONS

When you wire and connect the refrigerator, please ensure the following. 

1) Use cables having the proper cross section (see the table). 
If the wiring system of the vehicle is insufficient or not properly sized for the refrigerator, we suggest you connect it 
directly to the battery or run a new cable. 
Note: The use of cables having an insufficient cross section may lead to the compressor stopping even when the 
battery is charged.

2) Any switches must have a breaking load not less than 20 A (10 A if powered at 24 Volt).

3) Make sure the polarity is right: connect the red cable to the positive terminal (+) and the black cable to the 
negative terminal (-).

4) Protect the circuit with a 15 A fuse.
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TEMPERATURE ADJUSTMENT SETTINGS

The refrigerators are provided with a manual thermostat. Turn it clockwise to lower the temperature, and turn it 
counterclockwise to raise the temperature and activate the ON-OFF switch in its end position. the knob of the 
thermostat is located inside the refrigerator.

TROUBLESHOOTING
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Check for poor ventilation and heat dissipation.

Touching a wall or other objects.



THANK YOU FOR CHOOSING

KickAss® is committed to providing you with the 
most up to date product information. As printed 
material is harder to update we have created an online 
user guide portal including videos, user guides and 
product tips so you can view or download the latest 
product information at any time. This also helps to save 
our environment which we are committed to just as 
much as we are committed to our customer service.

To get started with this product, please visit

and search for your SKU code

ONLINE USER GUIDES

SCAN QR CODE

USERGUIDES.KICKASS.COM.AU



This product is warranted for 3 years from the date of purchase. In Australia, our 
goods come with guarantees that cannot be excluded under the Australian 
Consumer Law. You are entitled to a replacement or refund for a major failure and 
compensation for any other reasonably foreseeable loss or damage. You are also 
entitled to have the goods repaired or replaced if the goods fail to be of acceptable 
quality and the failure does not amount to a major failure.

Warranty does not cover products that have not been used in accordance with the 
KickAss® user guide or are outside the warranty terms and conditions.

AUSTRALIAN DIRECT PRODUCT QUALITY

QUESTIONS AND COMMENTS

Customer Support
For any technical or warranty enquires 

please visit our customer service
portal at:

warranty.kickass.com.au

Please visit us at kickass.com.au or email us at support@kickass.com.au

This KickAss product comes with a 3 year warranty on the 
whole unit, for your peace of mind. In the unlikely event this 
product fails when used according to our user guide, we 
will either repair or replace it. For full warranty terms and 
conditions on this product, please see the user guide at: 
userguides.kickass.com.au

WARRANTY INFORMATION




