
12 VOLT
PORTABLE AIR
COMPRESSOR

KAPSAIRCOMP160  |  KAPSAIRCOMP300
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Introduction

Thank you for purchasing a KickAss 12 volt portable air compressor. 

These compressors have been designed for maximum portability, 

accuracy and reliability to allow for the very best in tyre pressure 

management. Please ensure you read the following instructions 

carefully to get the very best out of your compressor. 

User's Guide

Ÿ In this manual, we refer only to the model KAPSAIRCOMP160 &  

KAPSAIRCOMP300.

Ÿ Be sure to read the 'Safety Precautions' in this document, and make 

sure you use this product correctly.

Ÿ Keep this manual in a safe place for future reference. 

Ÿ The contents of this user guide is subject to change without 

notice.

Ÿ Copying of this manual, either in part or it’s entirety is 

forbidden. You are allowed to use this manual for your 

personal use. Any other use is forbidden without the 

permission of KickAss Products Pty. Ltd

Ÿ The images and sample screens shown in this manual are 

for illustrative purposes only, and may not be exactly the 

same as screens actually produced by this product.
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What’s Included

MAIN UNIT

CARRY BAG

8M AIR HOSE

INFLATOR / DEFLATOR
WITH OIL FILLED

PRESSURE GAUGE

MAIN UNIT

INFLATOR / DEFLATOR
WITH OIL FILLED

PRESSURE GAUGE

AIR COCK KIT



3

Precautions

Warning: To reduce the risk of injury:

Ÿ Do not disassemble.

Ÿ Do not attempt repairs or modifications. All repairs should be completed by a 
qualified person/s.

Ÿ Use this air compressor with a 12V DC System only.

Ÿ Do not leave this product unattended during use.

Danger: To reduce the risk of electrical shock, electrocution
                   and injury:

Ÿ Do not use this product near water or other liquids.

Ÿ Do not reach for this product if it has come into contact with water.

Ÿ Do not reach for this product or it’s electrical cords if you suspect it has come into 
contact with water.

Ÿ Keep away from children.

Ÿ Direct supervision is necessary when the air compressor is being used near 
children.

Ÿ Do not touch any part of this air compressor during and immediately after usage as 
the air compressor can become extremely hot.

Ÿ Do not use this product near open flames, explosive environments, or near aerosol 
products.

Ÿ Do not operate this air compressor where oxygen is being used, stored or 
administered.

Ÿ Do not attempt to pump anything besides atmospheric air. 

Ÿ Do not use this air compressor while sleepy or drowsy.

Ÿ Do not use any tools or attachments without first determining the maximum air 
pressure, for that tool or attachment, prior to use.

Ÿ Do not point any air nozzle or air sprayer towards another person or animal or any 
part of the body.

Ÿ This air compressor is equipped with an automatic reset thermal protector. This will 
automatically restart after the thermal protector resets. Always disconnect the 
power source when the thermal protector activates. 

Ÿ ALWAYS wear safety glasses when operating this air compressor.

Ÿ Only use this air compressor in well ventilated areas.
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4. Operating Instructions

Please read the below operating guidelines and instructions carefully to ensure the 
air compressor is used correctly. 

Important Information:

Ÿ Only operate the air compressor within the maximum pressure rating. 

Ÿ Always observe the maximum duty cycle of the air compressor. Exceeding the 
maximum pressure rating and duty cycle will result in damage to the air 
compressor.

Ÿ This air compressor is equipped with automatic thermal overload protection. This 
feature is designed to protect the air compressor from overheating which can 
cause permanent damage to the air compressor. The thermal overload protection 
will automatically cut off power to the air compressor if the internal operating 
temperature rises above safe levels during excessive/long term use. 

Ÿ Should the air compressor automatically turn off during use, do not immediately 
attempt to restart the air compressor. Turn the on/off switch to the OFF position. 
The automatic thermal overload protection feature will automatically reset when the 
internal temperature of the air compressor reaches a safe level. Allow the air 
compressor to cool down for 15-30 minutes before turning the air compressor back 
on and resuming use.

Ÿ A delay may occur with the air compressors motor starting if turned on when 
pressurised (when there is pressure in the line that is connected to the air 
compressor). This is normal operation for the unit.

Ÿ It is recommended that the vehicle is kept running during use to prevent discharge 
of your vehicle’s battery. Only operate the air compressor connected to a running 
vehicle in a well ventilated area.

Ÿ The air compressor is moisture and dust resistant.

Ÿ Do not expose the air compressor to water whilst in use. 

Ÿ Only operate the air compressor in an upright position. 

Ÿ When inflating tyres, move the air compressor to each tyre to avoid tugging and 
potential damage to the hose. 

Ÿ Always check to ensure the power cord is fully extended and free from any knots to 
avoid overheating of the power cord when using.  
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KickAss 12 Volt Portable Air Compressors include a heavy duty heat resistant leader 
hose with quick connect coupling. The Deflaor / Inflator trigger gun with liquid-filled 
pressure gauge is connected via quick coupling to the 8M heavy duty air hose which 
is then connected to the air compressors leader hose. Once everything is attached 
you can quickly inflate and deflate your tyres accordingly. 

Operating Instructions:

1.  Before attaching the air compressor to power, ensure the on/off switch is in the 
OFF position.

2.  Attach the positive clamp (red) to the positive terminal of the battery.

3.  Attach the negative clamp (black) to the negative terminal of the battery.

4.  Make sure air compressor is on flat stable ground.

5.  Attach quick coupling 8M heavy duty air hose to the compressor.

6.  Attach the inflator / deflator trigger gun to the other end of the air hose.

7.  Attach the inflator / deflator trigger gun to the tyre using the quick connect coupler.

8. Turn on your vehicle (recommended).

9.  Turn on the compressor and pull the trigger on the Inflator / Deflator trigger gun to 
begin inflation. Check the pressure in the tyre by releasing the trigger. Once the 
desired pressure is reached, turn off the compressor and disconnect the inflator / 
deflator from the tyre.

A - Inflating

The liquid filled pressure gauge on the inflator / deflator trigger gun is design to give 
you an accurate reading of your tyre pressure. The pressure can be checked as 
soon as the unit is connected to the tyre and trigger is not pulled. 

C - Inflator / Deflator Trigger Gun With Liquid-Filled Pressure Gauge

You KickAss 12 Volt Portable Air Compressor is fitted with a pressure relief valve. 
If you do not begin inflation of the tyres within the 30 seconds to 1 minute of 
turning the compressor on with the hose and inflator / deflator connected, the 
relief valve will operate intermittently which is normal operation. Do not leave the 
air compressor running in this state however.

1.  The inflator / deflator trigger gun can be used to deflate tyres to the required 
pressure with or without connection to the air hose. Simply connect using the 
quick coupler and to deflate to the required pressure using the deflation button on 
the side of the trigger gun. 

B - Deflating
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Techincal Specifications

KAPSAIRCOMP160

KAPSAIRCOMP300

SKU:

Voltage:

Maximum Pressure:

Amperage:

Air Flow:

KASPAIRCOMP160

DC 12V - 13.8V

150PSI

45A Max

160 L/Min

MADE IN CHINA

SUPER POWERFUL
AIR COMPRESSOR 160LPM

SKU

Voltage

Maximum Pressure

Amperage

Air Flow

KASPAIRCOMP300

DC 12V - 13.8V

150PSI

90A Max

300 L/Min

MADE IN CHINA

SUPER POWERFUL
AIR COMPRESSOR 300LPM
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THANK YOU FOR CHOOSING

KickAss® is committed to providing you with the 

most up to date product information. As printed 

material is harder to update we have created an online 

user guide portal including videos, user guides and 

product tips so you can view or download the latest 

product information at any time. This also helps to save 

our environment which we are committed to just as 

much as we are committed to our customer service.

To get started with this product, please visit

and search for your SKU code

ONLINE USER GUIDES

SCAN QR CODE

USERGUIDES.KICKASS.COM.AU
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In Australia, our goods come with guarantees that cannot be excluded under 

the Australian Consumer Law. You are entitled to a replacement or refund for 

a major failure and compensation for any other reasonably foreseeable loss or 

damage. You are also entitled to have the goods repaired or replaced if the 

goods fail to be of acceptable quality and the failure does not amount to a 

major failure.

Warranty does not cover products that have not been used in accordance with 

the KickAss® user guide or are outside the warranty terms and conditions.

KICKASS PRODUCT QUALITY

QUESTIONS AND COMMENTS
Please visit us at kickass.com.au or

email us at support@kickass.com.au

This KickAss® product comes with a 1 year warranty 

for your peace of mind. In the unlikely event this 

product fails when used according to our user guide, 

we will either repair or replace it. For full warranty 

terms and conditions on this product, please see the 

user guide at:

userguides.kickass.com.au

Customer Support

For any technical or warranty enquires 

please visit our customer service

portal at:

warranty.kickass.com.au
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